
 

IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 14585578.11A
[TESTLAB] UL, LLC
[ISSUEDATE] 12/12/2022
[TESTDATE] 12/7/2022
[MANUFAC] Express Imaging Systems LLC dba Evluma
[LUMCAT] RX1-100E5T5G1-F7HGL6-AFB0
[LUMINAIRE] Formed gray metal housing with diffuse plastic lens
[LAMP] One (1) White LED with optic below
[BALLAST] Integrated
[OTHER] 34.9 C, 120.052 V, 0.851 A, 101.936 W, 0.997766 PF, 59.9888 Hz
[OTHER] This test was performed using the calibrated photodetector met
[MORE] hod of absolute photometry.
[FILEGENINFO] 1.10000

CHARACTERISTICS

IES Classification Type V
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 11444
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 112
Total Luminaire Watts 101.936
Ballast Factor 1.00
Upward Waste Light Ratio 0.00
Maximum Candela 2702.6
Maximum Candela Angle 360H  40V
Maximum Candela (<90 Degrees Vertical) 2702.6
Maximum Candela Angle (<90 Degrees Vertical) 360H  40V
Maximum Candela At 90 Degrees Vertical 0 (0.0% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 656.9 (5.7% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)

 

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS)

 Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 956.5 N.A. 8.4
FM - Front-Medium (30-60) 2902.2 N.A. 25.4
FH - Front-High (60-80) 1739.5 N.A. 15.2
FVH - Front-Very High (80-90) 123.5 N.A. 1.1
BL - Back-Low (0-30) 956.5 N.A. 8.4
BM - Back-Medium (30-60) 2902.2 N.A. 25.4
BH - Back-High (60-80) 1739.5 N.A. 15.2
BVH - Back-Very High (80-90) 123.5 N.A. 1.1
UL - Uplight-Low (90-100) 0.0 N.A. 0.0
UH - Uplight-High (100-180) 0.0 N.A. 0.0

Total 11443.4 N.A. 100.0

BUG Rating B3-U0-G2

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0.0  5.0  15.0  25.0  35.0  45.0  55.0  60.0  62.5  65.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 67.5  70.0  72.5  75.0  77.5  80.0  82.5  85.0  87.5  90.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 92.5  95.0  97.5  100.0  102.5  105.0  107.5  110.0  112.5  115.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 117.5  120.0  125.0  135.0  145.0  155.0  165.0  175.0  180.0  185.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 195.0  205.0  215.0  225.0  235.0  240.0  242.5  245.0  247.5  250.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 252.5  255.0  257.5  260.0  262.5  265.0  267.5  270.0  272.5  275.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 277.5  280.0  282.5  285.0  287.5  290.0  292.5  295.0  297.5  300.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4
45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Vert. Horizontal Angles
Angles

 305.0  315.0  325.0  335.0  345.0  355.0  360.0
0.0 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1 2071.1
2.5 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2 2073.2
5.0 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2 2078.2
7.5 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3 2088.3
10.0 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8 2103.8
12.5 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0 2126.0
15.0 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7 2156.7
17.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5 2195.5
20.0 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8 2243.8
22.5 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1 2299.1
25.0 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4 2362.4
27.5 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9 2430.9
30.0 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6 2500.6
32.5 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7 2568.7
35.0 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9 2628.9
37.5 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8 2676.8
40.0 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6 2702.6
42.5 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4 2702.4

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

CANDELA TABULATION - (Cont.)

45.0 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2 2670.2
47.5 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2 2607.2
50.0 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8 2522.8
52.5 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1 2430.1
55.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0 2343.0
57.5 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2 2269.2
60.0 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7 2211.7
62.5 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6 2161.6
65.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0 2104.0
67.5 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9 2016.9
70.0 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5 1886.5
72.5 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8 1683.8
75.0 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2 1384.2
77.5 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1 1023.1
80.0 656.9 656.9 656.9 656.9 656.9 656.9 656.9
82.5 358.1 358.1 358.1 358.1 358.1 358.1 358.1
85.0 169.2 169.2 169.2 169.2 169.2 169.2 169.2
87.5 53.1 53.1 53.1 53.1 53.1 53.1 53.1
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
92.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
97.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
100.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
102.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
105.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
107.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
110.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
112.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
115.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
117.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
120.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
122.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
125.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
127.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
130.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
132.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
135.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
137.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
142.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
147.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
152.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
157.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 5721.8 50.0
Downward House Side 5721.8 50.0
Downward Total 11443.6 100.0

Upward Street Side 0.0 0.0
Upward House Side 0.0 0.0
Upward Total 0.0 0.0

Total Flux 11443.6 100.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

POLAR GRAPH
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Maximum Candela = 2702.6   Located At Horizontal Angle = 360, Vertical Angle = 40
# 1 - Vertical Plane Through Horizontal Angles (360 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (40) (Through Max. Cd.)

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : RX1-100E5T5G1-14585578.11A.IES

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=956.5, Medium=2902.2, High=1739.5, Very High=123.5
Back: Low=956.5, Medium=2902.2, High=1739.5, Very High=123.5
Uplight: Low=0.0, High=0.0

BUG Rating : B3-U0-G2

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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